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Featured Application: This self-healing technology for asphalt pavements has the potential to
greatly disrupt asphalt production methods (which have been stable over the past 100 years).
This paper presents a development process of ‘calcium-alginate microcapsules encapsulating
an asphalt bitumen rejuvenator’. The encapsulated rejuvenator is released when required
(on demand) which rejuvenates the aged binder. Once crack is initiated and starts propagating
it encounters a microcapsule, energy at tip of the crack opens the microcapsule, releasing the
rejuvenator (healing agent). The rejuvenator will infuse into the aged binder soften it, allowing
to flow, two broken edges to get into a contact and seal the crack, i.e., repair the damage.
This self-healing system has the potential to double the life span of roads, greatly improving
road performance while reducing costs. By advancing self-healing technology and applying it
to the road industry, the self-healing technology presents an opportunity to revolutionise road
design and costs, both financial and environmental, associated with the road construction and
maintenance processes.
Abstract: It has been demonstrated that calcium alginate capsules can be used as an asphalt healing
system by pre-placing rejuvenator (healing agent) into the asphalt mix and releasing the rejuvenator
on demand (upon cracking). This healing mechanism relies on the properties of capsules which
are determined by the capsule preparation process. In this study, to optimize the calcium alginate
capsules, capsules are prepared using varying Alginate/Rejuvenator (A/R) ratios. Light microscope
microscopy and Environmental Scanning Electron Microscope (ESEM) are employed to characterize
the morphology and microstructure of these capsules. Thermal stability and mechanical property are
investigated by thermogravimetric analysis (TGA) and compressive tests. The testing results indicate
that higher alginate content results in smaller diameter and lower thermal resistance, but higher
compressive strength. The optimum A/R ratio of calcium alginate capsules is found to be 30/70.
To prove the effectiveness of the optimized capsules, the capsules are embedded in asphalt mortar
beams and a bending and healing program is carried out. The effect of capsule shell material on
the mechanical response of asphalt mixture is evaluated through three-point bending on the mortar
beams embedded with blank capsules (without the healing agent). Aged mortar beams containing
alginate capsules encapsulating rejuvenator demonstrate a higher strength recovery after bending
tests, which indicates effective healing due to the release of the rejuvenators from the capsules.
Keywords: asphalt; rejuvenation; alginate; capsules
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1. Introduction
Asphalt concrete is widely used for pavement construction throughout the world. During its
service life, the asphalt concrete ages due to environmental effects including oxidation, UV light
irradiation and moisture damage, which make it become stiffer with time and gradually lose its
original properties [1–4]. As a result, ageing of asphalt leads to an increase of stiffness and brittleness
which make it prone to premature failures like cracking and raveling [5].
Although the phenomenon of ageing deteriorates the performance of asphalt pavement, an asphalt
rejuvenator, including industrial rejuvenator and oil [5,6], can be used to reverse this process by
restoring the lost properties of aged asphalt, i.e., stiffness and self-healing capacity [7]. The asphalt
rejuvenator has been successfully used in asphalt recycling [8] and surface course rejuvenation [9].
However, the surface course rejuvenation allows the asphalt rejuvenator to reach no more than 2 cm of
the pavement structure, which means microcracks inside the pavement cannot be healed. Moreover,
all these procedures require onsite construction work which leads to traffic restrictions, use of fresh
materials and an increase of CO2 emission [10].
As an emerging self-healing technology in asphalt pavement, the capsule healing method provides
a solution to the ageing problem, thus prolong the service life of asphalt pavement [5]. Researchers
have shown that the inclusion of encapsulated asphalt rejuvenator in an asphalt mix is a promising
method to improve the self-healing capacity in asphalt pavement [5]. The intention of the embedded
capsules is to deliver encapsulated healing agent into the asphalt pavement, when a crack occurs,
the healing agent is released into the microcrack, wets the crack surfaces, diffuses into the aged bitumen,
and softens the aged binder, allowing it to flow and eventually heal the crack [10]. The concept of
using embedded capsules was first reported by White et al. [11]. White’s self-healing concept has
been applied to many other materials, including asphalt. Research has been carried out to explore
effective rejuvenator delivery system for asphalt pavement, and some encapsulation methods have
been investigated, such as epoxy capsules [12] and Melamine-formaldehyde (MMF) capsules [13].
Recently, alginate, a low-cost and environmentally friendly biopolymer that is largely stored in brown
algae, has been used as an encapsulation material for asphalt rejuvenator to achieve self-healing in
asphalt pavement [14–17]. As an anionic polysaccharide, alginate cross-polymerizes when exposed to
a solution containing divalent cations such as Ca2+ [18].
Tabakovic´ et al. [15] successfully used compartmented alginate fibers to encapsulate rejuvenator
and proved the effectiveness of this self-healing system on micro-crack healing. However,
the rejuvenator content in the alginate fiber compartments was very limited. To improve this situation,
Xu et al. [16] developed a more efficient rejuvenator delivery system using calcium alginate capsules.
The prepared capsules had the rejuvenator content of 56% by volume. These capsules were proved
to be able to survive during the asphalt production process and showed a significant healing effect
on asphalt mastic samples. The previous research demonstrated that alginate is a positive material
for rejuvenator encapsulation thus application in self-healing asphalt [16]. However, the healing
mechanism of this capsule healing system relies on the properties of the capsules. A change in
diameter, microstructure or rejuvenator content of calcium alginate capsules would result in different
thermal and mechanical properties, which largely affect the healing capacity of this capsule healing
system. Thus, an optimization of this healing system is needed.
The main objective of this research is to optimize the calcium alginate capsules for the application
in self-healing asphalt. In this study, the calcium alginate capsules are prepared with varying A/R
ratios, and the thermal stability and mechanical property have been studied through thermogravimetric
analysis (TGA) and compression testing. Depending on thermal stability and mechanical property,
30/70 has been found to be the optimum A/R ratio. Microscopy is used for the structural and
volumetric study of the capsules. To prove the effectiveness (healing efficiency) of the capsules in
an asphalt mortar mix, capsules are embedded in asphalt mortar beams and a bending and healing
program is carried out. To demonstrate that the improvement of healing is from the rejuvenator
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rather than the capsule shell material, blank capsules without rejuvenator are used as references in the
bending and healing program.
2. Experimental Method
2.1. Materials and Preparation
2.1.1. Capsule Preparation Process
As shown in Figure 1, the rejuvenator (healing agent) within the capsule structure was
created by calcium alginate crosslinks inside the calcium alginate capsules [16]. Firstly, 6 wt.%
sodium alginate solution was prepared in demineralized water. Then 2.5 wt.% solution of poly
ethylene-alt-maleic-anhydride (PEMA) was mixed with the rejuvenator with a ratio of 40% PEMA and
60% healing agent, forming a healing agent solution. The PEMA was used to coat the rejuvenator and
prevent the diffusion of rejuvenator into alginate shell. Subsequently, the sodium alginate solution
and healing agent solution (rejuvenator and PEMA) were mixed. The sodium alginate and healing
agent solution was prepared in varying A/R ratios: 100/0, 60/40, 50/50, 40/60, 30/70, 20/80 and
10/90. To remove any trapped air in the blend, the blend was vacuumed in a vacuum chamber for 60
min. After that, the blend was pumped through a needle dropwise into the CaCl2 solution to allow
capsule formation. The CaCl2 solution was stirred at a low speed for the full duration of the capsule
production process. This process prevented capsules from amalgamating. After a full capsule batch
was produced, capsules were drained from the CaCl2 bath and gently washed using demineralized
water. Then the calcium alginate capsules were left to dry in a drying oven for 48 h at 30 ◦C. Around
113.2 g of capsules can be produced based on 100 g of rejuvenator.
Appl. Sci. 2018, 12, x FOR PEER REVIEW  3 of 12 
 
2. Experimental Method 
2.1. Materials and Preparation 
2.1.1. Capsule Preparation Process 
As shown in Figure 1, the rejuvenator (healing agent) within the capsule structure was created 
by calcium alginate crosslinks inside the calcium alginate capsules [16]. Firstly, 6 wt.% sodium 
alginate solution was prepared in demineralized water. Then 2.5 wt.% solution of poly 
ethylene-alt-maleic-anhydride (PEMA) was mixed with the rejuvenator with a ratio of 40% PEMA 
and 60% healing agent, forming a healing agent solution. The PEMA was used to coat the 
rejuvenator and prevent the diffusion of rejuvenator into alginate shell. Subsequently, the sodium 
alginate solution and healing agent solution (rejuvenator and PEMA) were mixed. The sodium 
alginate and healing agent solution was prepared in varying A/R ratios: 100/0, 60/40, 50/50, 40/60, 
30/70, 20/80 and 10/90. To remove any trapped air in the blend, the blend was vacuumed in a 
vacuum chamber for 60 min. After that, the blend was pumped through a needle dropwise into the 
CaCl2 solution to a low cap ule formation. The CaCl2 solution a  stirred at a low speed f r the full 
d rati n of the capsule production proce s. This process pr vented capsu es f om amalgamating. 
After a full ap ule batch wa  roduced, l  were drained from the CaCl2 bath and gently 
washed using demineralize  water. Then t e calcium alginate capsules were left to dry in a drying 
oven for 48 hours at 30 °C. Around 113.2 g of capsules can be produced based on 100 g of 
rejuvenator. 
 
Figure 1. Rejuvenator encapsulated by the calcium alginate crosslinks. 
The healing agent used in this research is an industrially produced asphalt rejuvenator ‘R20’ 
supplied from Latexfalt, Koudekerk aan den Rijn, Netherlands. All other chemicals used in the 
capsule preparation process were supplied from Sigma Aldrich, St. Louis, MO, USA. 
2.1.2. Asphalt Mortar Components 
According to a porous asphalt aggregate skeleton study, the bituminous mortar in the top 
layer of a porous asphalt mixture contains sand fractions smaller than 0.5 mm [19,20]. Based on the 
RAW specification for porous asphalt [21], the mortar composition is derived. Two types of 
capsules were used in the mortar mix preparation, including capsules with rejuvenator (A/R ratio at 
30/70) and blank capsules (A/R ratio at 100/0). As a result, three types of mortar mix were prepared, 
including the control mix (without capsules), 2.6 wt.% capsules mix and 2.6 wt.% blank capsules 
mix. The mix compositions of the asphalt mortar are shown in Table 1. The sand used in this study 
is sieved from the Bestone sand, Bontrup, Amsterdam, Netherlands. The filler is type wigro 60k, 
Figure 1. Rejuvenator encapsulated by the calcium alginate crosslinks.
The healing agent used in this research is an industrially produced asphalt rejuvenator ‘R20’
supplied from Latexfalt, Koudekerk aan den Rijn, Netherlands. All other chemicals used in the capsule
preparation process were supplied from Sigma Aldrich, St. Louis, MO, USA.
2.1.2. Asphalt Mortar Components
According to a porous asphalt aggregate skeleton study, the bituminous mortar in the top layer
of a porous asphalt mixture contains sand fractions smaller than 0.5 mm [19,20]. Based on the RAW
specification for porous asphalt [21], the mortar composition is derived. Two types of capsules were
used in the mortar mix preparation, including capsules with rejuvenator (A/R ratio at 30/70) and
blank capsules (A/R ratio at 100/0). As a result, three types of mortar mix were prepared, including
the control mix (without capsules), 2.6 wt.% capsules mix and 2.6 wt.% blank capsules mix. The mix
compositions of the asphalt mortar are shown in Table 1. The sand used in this study is sieved from
the Bestone sand, Bontrup, Amsterdam, Netherlands. The filler is type wigro 60k, which consists of
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25~35% calcium hydroxide, provided from Bontrup, Amsterdam, Netherlands. The 70/100 bitumen
was provided by Latexfalt, Koudekerk aan den Rijn, Netherlands.
Table 1. Mix composition of asphalt mortar.
Mix Constituent
Percentage by Weight
Without Capsules 2.6% Capsules 2.6% Blank Capsules
Sand <0.5mm 34.8 34.8 34.8
Filler (Wigro60k) 32.6 32.6 32.6
Bitumen (70/100) 32.6 30.0 30.0
Capsules 0 2.6 0
Blank Capsules 0 0 2.6
Prior to mixing, all of the asphalt mix constituents were preheated in an oven for 2 h at 160 ◦C.
Then, sand, filler and bitumen were mixed using a Hobart Mixer forming a mortar. The capsules were
gradually added to the mortar. Subsequently, the mortar mixture was compacted by a roller cylinder
in a mold to form the beam test samples. The length, width and height of the beams are 125 mm,
15 mm and 25 mm, respectively. A ‘v’ notch at the center of the beam was made during the casting
process in order to achieve controlled crack propagation [16].
2.1.3. Ageing on Asphalt Mortar Mix
The aim of the capsule healing system is to achieve self-healing by restoring the lost properties of
aged asphalt. The healing effect of the capsules is illustrated when applied in aged asphalt mixture.
Hence, except the fresh mortar mix mentioned in Section 2.1.2, some aged asphalt mortar mix were
prepared by ageing of the asphalt mortar mix based on a laboratory ageing procedure which was used
by Shi et al. [16] and Tabakovic´ et al. [15]: the asphalt mix was cured at 135 ◦C for 4 h and then 85 ◦C
for 4 days.
2.2. Characterization of Capsules
The morphology of calcium alginate capsules was characterized using a Leica MZ 6 light
microscope (Leica Microsystems B.V., Amsterdam, NetherlandsPhilips XL30 ESEM (Philips, Eindhoven,
Netherlands) was employed to evaluate the microstructure inside the capsule. The ESEM was operated
at 20 kV accelerating voltage and the magnification was 1000×. The scanning capsules were pre-coated
with epoxy and polished until the cross sections were reached; in this way, the inner structure of
capsules can be investigated by scanning the cross-sectional area using ESEM.
The temperature dependent mass changes of the calcium alginate capsules were evaluated with
NETZSCH STA 449 F3 Jupiter TGA system (NETZSCH, Wormerveer, Netherlands). The analysis was
performed in an argon (Ar) atmosphere. As shown in Figure 2, a temperature control program was
employed, and the mass changes were recorded with time.
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The mechanical resistance of the calcium alginate capsules was evaluated by compressive strength
using a micro tensile strength testing machine (TSTM) developed by Microlab (Figure 3a) [16]. The tests
were performed under 20 ◦C with displacement control at a speed of 0.01 mm/s. A video camera
was used to record the capsule deformation during the compression process. Prior to the compressive
test, capsules were cured for 15 min at 10 different temperatures (at 20 ◦C increments from −20 ◦C to
160 ◦C) to study the mechanical property of capsules considering the multi-temperature effect. At least
five capsules were studied for each condition.
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(a TSTM testing setup; (b) a capsule ample during compression; a d (c) a load an displacement
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In this esearch, the yield strength of he tested caps le (Figure 3b) w used as the compressive
strength. Below this yield point (see Figure 3c) a capsul showed elastic behavior. When the stress
went high , perman nt deformation was created and the capsule gradually ruptured, along with a
leaking out of the rejuvenator.
2.3. Three-Poi t-Bending Tes and the Healing Efficiency of the Asphalt Mortar
The 3PB test was ch sen to det rmin the h aling efficiency of the calcium alginate capsules on
the asphalt mortar. By using a Universal Testing Machine (UTM) (Industrial process controls LTD,
Melbourne, Australia). The 3PB tests were performed at the loading speed of 0.01mm/s under −10◦C
to create a brittle fracture in the mortar sample. The beam height, support span and beam width used
in this study are 25 mm, 100 mm and 15 mm, respectively. During 3PB tests, the notch allowed cracks
to initiate at the center of the beams and propagating throughout the cross section of the beams.
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The healing efficiency of these asphalt mortar beams was evaluated through a bending and
healing program. At first, 3PB tests were performed to allow crack formation and acquire the initial
strength of beam specimens. Then, the fractured beams were healed back in the mold at 20 ◦C for
4 h and followed by 3PB tests to acquire the bending strength after the first healing. Subsequently,
the fractured beams were healed again for 12 h in the mold and followed by another 3PB test to acquire
the bending strength after second healing.
The Healing Index (HI) was used to characterize the healing efficiency, which was calculated





where HI is the healing index of asphalt mortar beam, C1 is original bending strength (MPa) of the
beam sample and Cx is the bending strength (MPa) after x cycles of healing.
3. Results and Discussion
3.1. Capsule Morphology
Figure 4 presents the optical images of the capsule with different A/R ratios. Without rejuvenator,
the calcium alginate capsule has a transparent brown color and ellipsoid shape.
With encapsulated rejuvenator, the calcium alginate capsules become black, and increasing the
amount of rejuvenator results in a more spherical morphology. Table 2 summarizes the diameter and
morphology information of capsules fabricated with different A/R ratios. At least 12 capsules were
measured for each A/R ratio type and since the well-controlled manufacture process, the capsules
had the same diameters for each A/R ratio type. The results indicate that the diameter of capsules
increases with rejuvenator content. When the A/R ratio is beyond 40%, the fabricated capsules become
ellipsoids. This change in morphology might be due to dehydration of the hydrated alginate. During
the drying process, higher alginate content would result in more dehydration and greater deformation.
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Table 2. Calcium alginate capsules with different alginate/rejuvenator ratios.









The cross-sectional ESEM images of capsules fabricated with A/R ratios of 60/40, 50/50, 40/60,
30/70, 20/80 and 10/90 are shown in Figure 5. In these images, the bright pixels are recognized as
alginate, while the rest are rejuvenator. These ESEM images indicate an existence of alginate network
inside of the capsules, which means the capsules have the rejuvenator encapsulated in the porous
media instead of the traditional capsule’ core-shell structure. From the image in Figure 5a to Figure 5f,
an increasing rejuvenator volume and decreasing alginate network can be seen, which matches the
applied amount of rejuvenator in each capsule.
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As stated in the previous research [16], this honeycomb-like structure provides a structural
reinforcement that allows the capsule to possess higher thermal and mechanical resistance. Meanwhile,
the compartmented rejuvenator storage in porous media could even have multi-healing function on
micro cracks.
3.3. Thermogravimetric Analysis
Figure 6 shows the TGA results for capsules fabricated with varying A/R ratios. When the
testing temperature is below 100 ◦C (before 25 min), all of the capsules show less than 2% weight loss.
When the testing temperature exceeds 100 ◦C, linear increasing weight loss trends can be observed
for capsules with different A/R ratios. Weight loss of capsules in this region is most likely due to the
dehydration of calcium alginate gels. Among all the analyzed capsules, capsules with an A/R ratio
of 10/90 show the lowest weight loss during the tests, and the weight loss trend increases with the
alginate contents. As the temperature reaches 160 ◦C (referred as the asphalt mixing temperature)
and is held for 15 min, the weight loss of the capsules retains a linear trend, and the final weight loss
percentages of capsules with A/R ratios of 60/40, 50/50, 40/60, 30/70, 20/80 and 10/90 are 10.5%,
7.9%, 5.6%, 4.9%, 3.8% and 2.2%, respectively. This indicates that the capsules, except surface moisture
evaporation, do not experience any significant degradation at 160 ◦C. Meanwhile, when the A/R ratio
is lower than 40/60, the final weight loss is lower than 5%, which means capsules with these ratios are
relatively more stable and are capable of surviving the asphalt mixing temperature.
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3.4. Compressive Tests on Capsules
Figure 7 shows the com ressive testing results for different A/R ratios of capsules. In general,
with the increase of curing temperature, especially from 100 ◦C to 160 ◦C, a decrease of compressive
strength can be found. It can also be seen that higher rejuvenator content results in lower compressive
strength on capsules, especially under higher curing temperatures. The compressive testing results
indicate that the dehydration of the alginate gel results in degradation of some of the calcium alginate
chains and a decrease in the compressive strength of calcium alginate capsules.
The corresponding compression for the mastic mix is about 1.8 MPa, and the vehicle loading
pressure is less than 1 MPa [22,23]. After curing at 160 ◦C, capsules with A/R ratios of 20/80 and
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10/90 show a compressive strength less than 0.4 MPa, which is insufficient to survive the asphalt
production process. Meanwhile, for the capsules with a ratio of 30/70, at the curing temperature of
160 ◦C, the lowest compressive strength in the curve remains 3.27 MPa. Hence, the capsules fabricated
with A/R ratio of 30/70 are expected to show elastic behavior and survive the asphalt mixing process
and dynamic vehicle loading during the asphalt pavement service life. Although capsules with other
A/R ratios also have applicable compressive strength, they contain less rejuvenator. According to the
compressive tests as well as the TGA test results, 30/70 is determined to be the optimum A/R ratio.
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3.5. 3PB Tests
Calcium alginate capsules prepared with the optimum A/R ratio (30/70) were applied in the
asphalt mortar mix. Figure 8 shows the bending strength of the asphalt mortar beams made with fresh
material. As shown in Figure 8, for all mortar beam types, the bending strength decreases after each
bending and healing cycle, which indicates that the self-healing effect of the asphalt mortar beams
cannot achieve full recovery of strength since the fractured area is prone to crack even after the healing
process. During each testing cycle, the bending strengths of all three types of beams are very similar,
and the mortar beams still have strengths about 4 MPa after 2 testing cycles, even without capsules or
with blank capsules. This means that the healing capacity of the fresh material itself plays the main
role in crack healing (strength recovery). It also demonstrates that the presence of calcium alginate
capsules, containing rejuvenator or not, does not significantly affect the initial bending strength of the
mortar beams. Hence, when the bituminous material possesses sufficient healing capacity, like in fresh
bitumen, the capsule healing system could hardly improve the healing efficiency.
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Figure 8. Bending strength of asphalt mortar beams.
Ageing of the asphalt mixture could not only increase its stiffness, but also decrease its healing
capacity. As shown in Figures 8 and 9a, without capsules, the initial bending strength of aged asphalt
mortar beams is 4.7 MPa, which is lower than the strength of fresh ones (5.4 MPa). This indicates that
the laboratory ageing process decreases the bending strength of asphalt mortar beams. Figure 9 shows
that after ageing, the asphalt mortar mix loses most of its healing capacity as the mortar beams without
capsules only regain a strength of 0.2 MPa (4% of the original strength) during the first healing period.
Nevertheless, with calcium alginate capsules encapsulating rejuvenator, the beams recover a strength
of 1.7 MPa (40% of the original strength) during first healing (Figure 9b). This might be because the
ageing of asphalt mortar greatly decreases its healing capacity, and the aged material could not provide
a sufficient bond between the fracture surfaces. However, with capsules, the encapsulated asphalt
rejuvenator can be released when the crack propagates through the capsules which allows localized
healing around the broken capsules on the fracture surfaces. Thus, more st ngth can be r gained
during the healin process on mortar beams with capsules.
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Figure 9. Testing of aged asphalt mortar beams in bending and healing program: (a) Bending strength
and (b) healing efficiency.
4. Conclusions
In this study, the thermal and mechanical properties of the prepared calcium alginate capsules
for self-healing asphalt applications have been studied and optimized by changing the A/R ratio.
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The bending tests on asphalt mortar samples further demonstrate the healing mechanism of the
calcium alginate capsules healing system. The following conclusions can be drawn:
• The A/R ratios used in the capsule production process greatly influence the morphology, structure
and performance of calcium alginate capsules. In principle, a higher rejuvenator content
(lower A/R ratio) results in a larger diameter, larger inside pores, higher thermal resistance
and less compressive strength;
• The optimum A/R ratio is 30/70, as the prepared capsules not only have sufficient thermal and
mechanical resistance to survive the asphalt mixing and compaction process, but also contain as
much rejuvenator as possible;
• The asphalt mortar beams with capsules, with blank capsules and without capsules demonstrated
similar bending strengths for all testing cycles, which indicates that the intrinsic healing capacity
of the asphalt mortar is relatively high and plays the main role in the healing process of asphalt
mortar samples;
• The asphalt mortar beams with blank capsules do not showed significant difference initial bending
strength than the other two mixes, which means calcium alginate, the encapsulation material of
these capsules, hardly has any contribution to the bending strength of asphalt mortar beams;
• In the aged asphalt mortar beams, the samples with capsules showed a healing index of 40%,
which is much higher than those without capsules (4%). This indicates that the encapsulated
asphalt rejuvenator can be released upon cracking and rejuvenate the aged material to heal
the crack.
The ultimate goal of self-healing asphalt is to produce a road that possesses autonomic healing
ability, greatly prolonging its service life. Optimization of the calcium alginate capsules healing system
helps the development of this self-healing technology and moves one step closer to this goal.
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